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EX. SIGNS 7O BE ' PROPOSED _SIGNS PROPOSED VIDEO NEMA PHASING

- THE CONTRACTOR SHALL NOT CUT MAST ARM AS INDICATED O PLANS UNTIL MAST ARM POLE LOCATION IS FINALIZED.

-PUSHBUTTONS ARE TO BE LDCATED SO THAT THEY CAN 8FE ACTIVATED BY A PERSON IN A WHEELCHAIR REACHING
LESS THAN 18" FROM A 60" x 60" LEVEL LANDING AREA WITH A CROSS SLUPE OF LESS THAN OR EQUAL TO 2%.

O.THE 10’ SEPARATION BETWEEN PUSHBUTTONS IS TO BE MEASURED FROM FACE OF PUSHBUTTON TO FACE OF
PUSHBUTTON. NOT CENTER TO CENTER OF POLE. ) )

1.PUSHBUTTON ARROWS ARE TO BE PARALLEL TO THE CROSSING FOR WHIGH THEY ARE INTENDED.

2.LOCATION OF ACCESSIBLE PEDESTRIAN SIGNAL PUSHBUTTONS MUST MEET LOCATION REGUIREMENTS OF
MUTCD SEC. 4E.09 AND FIG. 4E-2 AND THE NCHRP PUBLICATION. "ACCESSIBLE PEDESTRIAN SIGNALS: GUIDE TO
BEST PRACTICE”. IF NOT MET. THE CONTRACTOR 1S 7O STOP WORK ON PUSHBUTTON LOCATIONS UNTIL A
DESIGN WAIVER IS OBTAINED. APPROVED BY THE DIRECTDR. OFFICE OF TRAFFIC AND SAFETY.

13.FOR FINAL PAVEMENT MARKINGS REFER TO THE PAVEMENT MARKING PLANS. OTHER THAN THOSE DETAILED
ON THE PLAN. ALL PAVEMENT MARKINGS SHALL BE INSTALLED I[N ACCORDANCE WITH MSHA STANDARDS.

14.THE CONTRACTOR SHALL REPAIR ANY DAMAGE TO EXISTING SIDEWALKS CAUSED BY THE [NSTALLATION
OF SIGNAL EQUIPMENT.

-REFER TO SHEET TSP-- FOR DIMENSIONS OF SIGNAL EQUIPMENT AND PAVEMENT MARKINGS WITHIN INTERSECTION.

-RELOCATION OF EXISTING SIGNS SHALL BE MEASURED AND PAID AS ITEM 813015-INSTALL OVERHEAD SIGN.

-CALL MONTGOMERY COUNTY TRANSPORTATION MANAGEMENT CENTER (TMC) 72 HOURS PRIDR TO ANY DIGGING
TO MARK THE EXISTING TRAFFIC SIGNAL EQUIPMENT.

-THE CONTRACTOR SHALL 8E RESPONSISLE FOR DELIVERING THE SIGNAL CABINET VIDEO INTERFACE EQUIPMENT
TO THE MONTGOMERY COUNTY SIGNAL SHOP. CONTRACTOR SHALL DELIVER APS PUSHBUTTONS AND CENTRAL
CONTROL UNIT TQ MR. ROBERT RICKETTS AT MUNTGOMERY COUNTY TECHNICAL CENTER AT 1283 SEVEN LBCKS
ROAD., ROCKVILLE. MD 20854 AT LEAST 3 WEEKS PRICR TO BEGINNING WORK. GCONTRACTCR SHALL HAVE THE
APS MESSAGES PROGRAMMED FROM THE FACTORY AND DELIVER THE APS WAVE FILES TO MR. ROBERT RICKETTS.
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INTERCONNECT TQ

ELM ST./WAVERLY ST. < :.:o T INTERCONNECT
(SEE INTERCONNECT _ ~ e e ; EI) ~~~~~~~~ g - TO MD 410
CONSTRUCTION DETAILS B[ ANS FOR DETAILS) < o S AT m G Pt : == (SEE [NTERCONNECT
3 . go PLANS FOR DETAILS)
A, INSTALL CONCRETE FOUNDATIGN WITH A 27 FT. STEEL POLE WITH A 70 FT. MAST ARM. TRAFFIC SIGNAL rC

HEADS. SIGNS. 15 FT. STREET LIGHTING ARM WITH A LED LUMINAIRE, VIDEQ DETECTION CAMERA MOUNTED
ON_MAST ARM, COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUDIBLE/TACTILE PEDESTRIAN FUSHBUTTON INSTALLED

GEOMETRIC LEGEND

WITH VIBRATING ARROW POINTING RIGHT AND R10-3(1) SIGN. (SIGN 70 READ “PUSH BUTTON TO CROSS I Ca < SPECIAL
MONTGOMERY LANE”). (INSTALL 1-2 IN. AND i-4 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CONDUIT ;- e EXISTING
BEND [N PEDESTAL BASE). . NOTE 2 PROPOSED
B. INSTALL CONCRETE FOUNDATION WITH A 27 FT. STEEL POLE WITH A TWIN 50 FT./60 FT. (CUT TQ 53 FT. )
MAST ARMS., TRAFFIC SIGNAL HEADS. SIGNS. MONTGOMERY COUNTY SPLIGE CABINET AND 15 FT. STREET UTILITY LEGEND
LIGHTING ARM W[TH A LED LUMINAIRE. (INSTALL 1-2 [N. ANO 1-4 [N. SCHECULE BO. 90 DEGREE PVC SPECIAL NOTES: \
c Ih%%IEICéENSSEQEIEOBEIEE?IéN I:?ITE %SEI" TEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE . > ° STORM DRAIN
. N H . STEEL Al POL D AY BA
STANDARD NO. MO 801.01-01 AND TRAFFIC SIGNAL HEAD. (INSTALL 1-2 IN. SCHEDULE 80. 90 DEGREE PVC 1. ALL EXISTING HANDHOLES. CONDUIT ARD INTERCONNECT CABLE TO BE REMOVED G G GAS MAIN
D I-II:IE(T:ZEIECSI_JNE:SEQEI;OBEIEIBTIENPIEVIIIIE'EITIIB EISESIIEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY BASE QR (SDANDONED SHALL REMAIN IN PLACE UNTIL TﬁRN DNTUFFPROPDSED STCNAL. . . WATER MAIN
STANDARD NO. MD 801.01-01., COUNTDOWN PEDESTRIAN SIGNAL HEAD. SIGNS. AUDIBLE/TACTILE PEDESTRIAN CONTRACTOR SHALL COORDINATE WITH MONTGOMERY COUNTY FORCES. 3 2 SEWER MAIN

2. THE CONTRACTOR SHOULD TERMINATE ALL CABLES EXCLUDING INTERCONNECT
CABLE. ALL DISCONNECTING AND SPLICING OF INTERCONNECT CABLE SHALL BE
PERFORMED BY MONTGOMERY CUUNTY FORCES.

3. THE CONTRACTOR SHALL NOT BLOCK VIEW OF EXISTING SIGNAL INDICATIONS
DURING INSTALLATION QF MAST ARM.. IF NEW MAST ARM CANNOT BE INSTALLED

PUSHBUTTAON INSTALLED WITH VIBRATING ARROW POINTING LEFT AND R10-3{1) SIGN. (SIGN TQO READ
"PUSH BUTTON TO CROSS WISCONSIN AVE”). (INSTALL 1-2 IN. 5CHEDULE 80. 90 DEGREE PVC ELECTRICAL
CONDUIT BEND IN PEDESTAL BASE).

E. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WiTH MOCIF [ED BREAKAWAY BASE
STANDARD NO. MD 801.01-01, COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUCIBLE/TACTILE PEDESTRIAN
PUSHBUTTON INSTALLED WITH VIBRATING ARRQW POINTING RIGHT AND R10-3(1) SIGN. (SIGN TQ READ

ELECTRIC CABLES
AERTAL CABLES
TELEPHONE CABLES
FIBER-OPTIC
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"PUSH BUTTON TO CROSS WISCONSIN AVE”). (INSTALL 1-2 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL DUE TO CONFLICT WITH EXISTING SIGNAL INDICATIONS OR SPAN WIRES. A SIGNAL -
F ?E??EE[ ?EQERQJEPEBE%QII%QS%IIH 5 FT. STEEL PEDESTAL POLE WiTH MODIFIED BREAKAWAY BASE —— QUIACE SHALL QCCUR DURING NON-PEAK HOURS AS DIRECTED BY THE ENGINEER. s SIATE OF MARYLAND
_—_— It I .
) n : SCALE:1"=10 4. CONTRACTOR SHALL USE CAUTION WHEN INSTALLING SIGNAL EQUIPMENT TO DEPARTMENT OF TRANSPORTATION
RUINTING LEFT"AND Ri0 31} STon 4] aq I5ERPERESTRIAN FUSHBUTION INSTALLED WITH VIBRATING ARROW AVOID DISTURBANCE OF EXISTING UNDERGROUND UTILITIES. CONTRACTOR SHALL STATE HIGHWAY ADMINISTRATION
1~2 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL CGNDUIT BEND IN PEDESTAL BASE). W. INSTALL 12 INCH WHITE PREFORMED THERMOPLASTIC PAVEMENT MARK INGS FOR CROSSWALKS. TEST PIT TO DETERMINE EXACT LOCATION AND DEPTH QF UNDERGROUND UTILITIES
G. INSTALL CDBJCRETE FOUNDATION WITH S5 FT. STEEL PEDESTAL POLE WITH M[IJDII_TFIED BREAKAWAY BASE SROw X, gggré%bpzﬁlég. HEAT APPLIED. WHITE PERMANENT PREFORMED THERMOPLASTIC PAVEMENT MARK NG PRIOR TO INSTALLING SIGNAL EQUIPMENT. . OFFICE OF TRAFFIC & SAFETY
STANDARD NO. MD 801.01-01., AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON INSTALLED WITH VIBRATING A .
FOINTING LEFT AND R10-3(1) SIGN. (SIGN TO READ “PUSH BUTTON TO CROSS MONTGOMERY AVE”). (INSTALL Y. REMOVE EXISTING STEEL POLE AND ALL ASSOCIATED EOUIPMENT. REMOVE FOUNDATION 12 IN. BELOW GRADE 5. %ECBSI}IXE?CESEAEHébb%%gﬁéﬁ?TE‘IIgETEEé IIIESEFIII?TSP%SA[;Iggoaégé?m TRAFFIC ENGINEERING DESIGN DIVISION
1-2 IN. SCHEDULE 80, 90 DEGREE PVC ELECTRICAL CONDUiT BEND iN PEDESTAL BASE}. AND BACKFiILL. EXISTING 01-3 WHITE ON BLUE STREET NAME SIGNS (%22, #27., #33 & #36) T0 BE o , ,
H. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH MODIFIED BREAKAWAY RELOCATED TO PROPDSED MAST ARM AND SIGNAL POLE AS SHOWN. THE EXISTING ELECTRICAL SERVICE AND HAVE THE NEW SERVICE ENERGIZED. MD 385 (Wisconsin Ave) and Monigomery Lane/Monigomery Ave MD 40
BASE STANDARD NO. MD B01.071-01. COUNTDOWN PEDESTRIAN SIGNAL HEAD. AUQIBLE/TACTILE PEDESTRIAN Z. REMOVE EXISTING STEEL POLE AND ALL ASSOCIATED EQUIPMENT. REMOVE FOUNDATION 12 IN. BELOW GRADE 6. ALL SIGNAL STRUCTURES AND PEDESTRIAN PEDESTAL PQOLES SHALL BE PAINTED USING
PUSHBUTTON [NSTALLED WITH VIBRATING ARROW POINTING LEFT AND R10-3(1) SIGN. (SIGN TGO READ AND BACKFILL. FEDERAL BROWN NUMBER 595a-20040. Bethesda; Maryland
"PUSH BUTTON TO CRQSS MONTGOMERY LANE”). (INSTALL 1-2 IN. SCHEDULE 80. 90 DEGREE PVC ELECTRICAL  AA. REMOVE EXISTING SASE MOUNTED CABINCT AND CONTROLLER. REMOVE FOUNDATION 12 IN. BELOW GRADE :
CONDUIT BEND [N PEDESTAL BASE]. AND BACKFILL. SHA SIGNAL SHOP SHALL BE NOTIFIED TG REMOVE THE CONTROLLER AND ALL AUXIL [ARY
. INSTQBLSNEMA SI%%N;$" 243t MDHNTED 225N Agg EONTRULLERggIéEGSéZEP”S"E[Eg¥gIgIDNCSISB?IRQENDS B8 EgaéngglIg??MGngEEﬁBégEE-AND ALL ASSOCIATED EQUIPMENT. REMOVE FOUNDATION 12 [N. BELOW GRADE
NO. 16.07. ALL 3-2 IN. AND 2-4 IN. SCHEDULE B80. REE PVC AL . . . g A
IN CABINET BASE.). EXISTING BRICK PAVER SIDEWALK TO BE USED IN LIEU OF CONCRETE PADS. AND BACKFILL. EXISTING "BETHESDA CENTER PARKING” WHITE ON BLUE SIGN TO BE RELOCATED TO ONE APPROVALS REVISIONS TMFFEC S@NA&MTE@N PLAN
L. INSTALL 2 TN, FPOEPOED, METERED SERVICE PEDESTAL. C SEIEVEXEQIé¥INgUg?EEEEé5EE iHBPEEE ﬁgsgg?ﬂ¥éDIEEbIPﬂg&I REMDVE FOUNDATION 12 IN. BELOW GRADE
L. CINSTALL 2 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. C. REM . . P o
M. INSTALL 4 [N. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. AND BACKFILL. EXISTING Di-3 WHITE ON BLUE STREET NAME SIGNS (#18. #29 & #32) TO BE RELOCATED TO SCALE 1° = 20  ADVERTISED DATE_10/221884  CONTRACT NO.
N. INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - SLOTTED. PROPOSED MAST ARM AND SIGNAL POLE AS SHOWN. _ o
REMOVE EXISTING CONCRETE SIDEWALK AND BRICK PAVERS AND INSTALL 2 IN. SCHEDULE BQ. PVC ELECTRICAL DD. CUT. CLEZN. GALVANIZE AND CAP TRAFFIC SIGNAL STRUCTURE. TERM (EADER | | I | |
CONDUTT — TRENCHED FOR PROPOSED UNDERGROUND ELECTRECAL SERVICE. CONDUIT SHALL TIE INTO EXISTING  EE. INSTALL M2—1 (21”x157) AND M1-5 (30°x%24) SIGNS ON ONE 4 IN. x 4 IN. TREATED wOOD | BEsieGNED BY ASEH COUNTY Montgomery
2 IN. ELBOW I[N SERVICE PEDESTAL FOUNDATION CURRENTLY BEING UTILIZED FGR EXISTING ELECTRICAL FEED. SUPPORT. (L=16 FT.} ‘ _ : :
THIS WORK SHALL BE DONE QURING OFF -PEAK HOURS (SEE SPECIAL NOTE 51. FF. INSTALL CONCRETE FOUNDATION WITH 5 FT. STEEL PEDESTAL POLE WITH BREAKAWAY BASE AND MONTGOMERY N . DRAWN BY TEL LOGMILE 1503550162
P. REMOVE EXIST'NG PAVERS AND INSTALL 2 IN. PVYC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. gegNgYESI;IiIEELCéngIIEITMSEEBE?NDEEEEETEE EEQES)TAL POLE. (INSTALL 1-3 [N. SCHEDULE 80. 90 DEGREE ASST.DIV.CHIEF\_:\V EL — :
RESET BRICK . AVERS. L | . -
0. INSTALL HANDHOLE. GG. USE EXISTING HANDHOLE. REBUILD WITH NEW FRAME AND COVER. DISCONNECT AND PULL BACK EXISTING WHITMAN, REQUARDT (j\ | I I I I CHECKED BY B.C.M, TIMS NO.
R. USE EXISTING HANDHOLE. INTERCONNECT CABLE HEADING EAST FROM EAST LANE AND RE—-FEED [N NEW CONDUIT TO PROPOSED & AS3SOCIATES, LLP . B)REBUILD TRAFF C S1GKAL AND SDDED] Eap NO SEE TITLE SHEET 0D NO
S5+ INSTALL R4-7 (24 [N. x 30 IN.) SIGN ON ONE 4 [N. x 4 IN. TREATED WOOD SUPPORT. (L=15 FT.) POLE MOUNTEQ SPLICE CABINET. (SEE WIRING DIAGRAM FOR DETAILS!: 801 South Carsline Street, Baltimore, Marylzrd 21231 DlVliLngC (33 (B-AF,S_ NS L aa8 AP.NO. :
T. REMOVE EXISTING HANDHOLE. HH. REMOVE EXISTING CONCRETE SIDEWALK AND PAVERS AND INSTALL 3 IN. PVC SCHEDULE B0 ELECTRICAL ' SHA WO. MO1775177 03008 3013
U. REMOVE EXISTING CONCRETE SIDEWALK AND PAVERS AND INSTALL 4 IN. PVC SCHEDULE 80 ELECTRICAL CONDUIT - TRENCHED. REPLACE 5 [N. CONCRETE SIDEWALK AMD RESET BRICK HAVERS. 7B LI;o I I M— s Mo 1o DAWING TSP—13 O 20 e o sra
CONDUIT — TRENCHED. REFLACE 5 [N. CGNCRETE SIDIWALK AND RESET BRICK PAVERS. L MA , — . :
V. CAP AND ABANDON EXISTING CONDUIT. FICE DIRECTOR “IL 7" % 1o 355
= PLOTTED: March 11,2013
FILE: N:\31689~235\CADD\pSG—F'DIS_rndSES.dgn




